
Steel Cabinet C7.7 for Meteo‐40 plus

Robust steel cabinets for Meteo-40 plus data loggers 

 

Description

Detailed Order‐No.

M27105    Steel cabinet C7.7 with terminals "TMR" for METEO-40M

M27100    Steel cabinet C7.7 with terminals "POT" for METEO-40M

M27107    Steel cabinet C7.7 prepared for OVP for METEO-40M

M37100    Steel cabinet C7.7 with terminals "TMR" for METEO-40L

M37105    Steel cabinet C7.7 with terminals "POT" for METEO-40L

M37200    Steel cabinet C7.7 prepared for OVP for METEO-40L

Robust steel cabinets for Meteo-40 plus data loggers

CE-certified robust and weatherproof steel casing

Easy to install and maintain

Protection against weather and condensation damage, vandalism, theft

Accommodation of optional components

Specifications

Characteristic  

Application Special projects with numerous measurement devices

Dimensions [mm] 700 x 700 x 300

Weight [kg] approx. 35

Number of drillings for cable glands 33 x M16

  7 x M20

  4 x M25

  2 x M30

Attachment points 4 x Ø 10.3 mm
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Characteristic  

Standard equipment Mounting plate

2x pressure compensation (M40)

Drainage device (M50)

Padlock

Material Powder coated steel sheet

Protection class IP 65

Door hinges Right, polyurethan-sealant
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